
BDC 1 ... 8 GHz
Directional Coupler

STANDARD MODELS

Model Part
Number

Frequency Range Coupling

dB

Power
Pmin

W

Insertion Loss
max
dB

Directivity
min
dB

VSWR
max

Main Line

Main Line
Connectors

Coupling Line
Connector(s)

BDC 1080-20/200 10018253 1 ... 8 GHz 20 ±1 200 0.3 20 1.4:1 N-f/N-f SMA-f

BDC 1080-30/500 10018252 1 ... 8 GHz 30 ±1 500 0.2 20 1.4:1 N-f/N-f SMA-f

BDC 1080-35/250 10015628 1 ... 8 GHz 35 ±1.4 250 0.3 12 1.5:1 N-f/N-f SMA-f

BDC 1080-40/500 10018250
10021765
10017058

1 ... 8 GHz
1 ... 8 GHz
1 ... 8 GHz

40 ±1
40 ±1
40 ±1

500
500
500

0.2
0.2
0.2

20
20
20

1.3:1
1.3:1
1.3:1

N-f/N-f
N-m/N-f
N-m/N-f

SMA-f
N-f

SMA-f

BDC 1080-50/500 10013928 1 ... 8 GHz 50 ±1 500 0.2 20 1.3:1 N-f/N-f SMA-f

For individual data sheets, please click on the above model name
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https://frontend.bonn-elektronik.com/pdfsheet.php?sage=1&gruppe=17&modellname=BDC_1080_20_200&gspec=61&freq1=1000000000&freq2=8000000000&smid=1&lang=eng
https://frontend.bonn-elektronik.com/pdfsheet.php?sage=1&gruppe=17&modellname=BDC_1080_30_500&gspec=61&freq1=1000000000&freq2=8000000000&smid=1&lang=eng
https://frontend.bonn-elektronik.com/pdfsheet.php?sage=1&gruppe=17&modellname=BDC_1080_35_250&gspec=61&freq1=1000000000&freq2=8000000000&smid=1&lang=eng
https://frontend.bonn-elektronik.com/pdfsheet.php?sage=1&gruppe=17&modellname=BDC_1080_40_500&gspec=61&freq1=1000000000&freq2=8000000000&smid=1&lang=eng
https://frontend.bonn-elektronik.com/pdfsheet.php?sage=1&gruppe=17&modellname=BDC_1080_50_500&gspec=61&freq1=1000000000&freq2=8000000000&smid=1&lang=eng

