
BDC 12.4 ... 18 GHz
Directional Coupler

STANDARD MODELS
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BDC 1218-40/1000 10019746 12.4 ... 18 GHz 40 ±1.5 1000 0.4 25 1.2:1 WR62/WR62 K-f

BDC 1218-50/500 10015577 12.4 ... 18 GHz 50 ±1.6 500 0.3 30 1.25:1 WR62/WR62 SMA-f

BDC 1218-50/1000 10018756 12.4 ... 18 GHz 50 ±2 1000 0.25 20 1.1:1 WR62/WR62 SMA-f

For individual data sheets, please click on the above model name

BONN Elektronik GmbH - Ohmstraße 11 - 83607 Holzkirchen - Tel +49 (0)8024/608 83-0
Fax +49 (0)8024/608 83-10   -   info@bonn-elektronik.com   -   www.bonn-elektronik.com

BDC-Sage
Specifications are subject to change without notice 1

https://frontend.bonn-elektronik.com/pdfsheet.php?sage=1&gruppe=17&modellname=BDC_1218_40_1000&gspec=61&freq1=12400000000&freq2=18000000000&smid=1&lang=eng
https://frontend.bonn-elektronik.com/pdfsheet.php?sage=1&gruppe=17&modellname=BDC_1218_50_500&gspec=61&freq1=12400000000&freq2=18000000000&smid=1&lang=eng
https://frontend.bonn-elektronik.com/pdfsheet.php?sage=1&gruppe=17&modellname=BDC_1218_50_1000&gspec=61&freq1=12400000000&freq2=18000000000&smid=1&lang=eng

