
BWT 18 ... 26.5 GHz
Waveguide Terminations

STANDARD MODELS

Model Part
Number

Frequency Range Power
CW min

W

VSWR
max

Waveguide
Flange

Dimensions
(L, W, H)

mm

Weight

kg

BWT 1826-15 10019834 18 ... 26.5 GHz 15 1.1:1 WR42 71 / 22 / 22 0.1

BWT 1826-100 10014288 18 ... 26.5 GHz 100 1.2:1 WR42 114.3 / 40 / 24.3 0.25

BWT 1826-200 10016473 18 ... 26.5 GHz 230 1.2:1 WR42 114.3 / 70 / 70 0.45

BWT 1826-500 10019163 18 ... 26.5 GHz 600 1.15:1 WR42 177.8 / 55 / 60 0.65

For individual data sheets, please click on the above model name Dimensions without connectors
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https://frontend.bonn-elektronik.com/pdfsheet.php?sage=1&gruppe=40&modellname=BWT_1826_15&gspec=52&freq1=18000000000&freq2=26500000000&smid=1&lang=eng
https://frontend.bonn-elektronik.com/pdfsheet.php?sage=1&gruppe=40&modellname=BWT_1826_100&gspec=52&freq1=18000000000&freq2=26500000000&smid=1&lang=eng
https://frontend.bonn-elektronik.com/pdfsheet.php?sage=1&gruppe=40&modellname=BWT_1826_200&gspec=52&freq1=18000000000&freq2=26500000000&smid=1&lang=eng
https://frontend.bonn-elektronik.com/pdfsheet.php?sage=1&gruppe=40&modellname=BWT_1826_500&gspec=52&freq1=18000000000&freq2=26500000000&smid=1&lang=eng

